COORDINATE WITH UNL PM & PROVIDE PHOTOCELL DLL127 1.5 LP BK PER PROJECT REQUIREMENTS. REFER TO PLANS & LUMINAIRE SCHEDULE FOR EXACT FIXTURE TYPE & QUANTITY OF HEADS.

LITHONIA DSX SERIES - 4000K CCT, BLACK FINISH, PER7 SEVEN-WIRE RECEPTACLE, DRIVE CURRENT & DISTRIBUTION BY DESIGN PER NU GUIDELINES SEE LUMINAIRE SCHEDULE

† WHERE PVC ELBOWS ARE PROVIDED, PROVIDE FLAT TYPE PULL LINE/TAPE/ROPE.

<table>
<thead>
<tr>
<th>Top of Pole Height (HT) AFG</th>
<th>Concrete Base Length Below Grade &amp; Diameter</th>
</tr>
</thead>
<tbody>
<tr>
<td>0' &lt; HT &lt; 15'</td>
<td>48&quot; L x 16&quot; D</td>
</tr>
<tr>
<td>15' &lt; HT &lt; 29'</td>
<td>60&quot; L x 20&quot; D</td>
</tr>
<tr>
<td>29' &lt; HT &lt; 40'</td>
<td>72&quot; L x 24&quot; D</td>
</tr>
</tbody>
</table>

ROUND TAPERED STEEL POLE WITH VIBRATION DAMPENERS
2#12 TO FIXTURE(S)

WATER TIGHT RUBBER MOLDED FUSE HOLDER, FUSE @ 4 AMPS
SOLDERLESS CONNECTION WRAPPED WITH VINYL PLASTIC TAPE
LEVELING NUTS WITH CAPS AND ROUND STEEL BASE COVER TO MATCH POLE
3/4" CHAMFER AND TOOL FINISHED GROUT JOINT ALL AROUND
BACKFILL WITH D-1 MATERIAL 12" AROUND ALL SIDES OR BASE. COMPACT TO 95% PER MODIFIED PROCTOR DENSITY METHOD

ROUND TAPERED STEEL POLE WITH VIBRATION DAMPENERS
2#12 TO FIXTURE(S)

ROUND TAPERED STEEL POLE WITH VIBRATION DAMPENERS
2#12 TO FIXTURE(S)

ROUND TAPERED STEEL POLE WITH VIBRATION DAMPENERS
2#12 TO FIXTURE(S)

ROUND TAPERED STEEL POLE WITH VIBRATION DAMPENERS
2#12 TO FIXTURE(S)